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DJ LDJ、 型搅拌传动密封装置
DJ, LDJ mixing, driving and sealing equipment

适用范围
  立式反应釜

结构特点
  机架单轴承座结构，轴承作为一个支点。

  可选铸铁结构或钢制结构。

  钢制机架焊接后回火处理，无残余应力变形。

  主要结构件的加工均使用数控，加工精度高。

  如 增高型结构仍无法满足安装高度要求，可特别提出定制。

  根据用户需要，可实现远程监控。

。

LDJ

②

SJ、LSJ型搅拌传动密封装置
SJ, LSJ mixing, driving and sealing equipment

适用范围
  立式反应釜

结构特点
  机架双轴承座结构，轴承作为两个支点。

  可选铸铁结构或钢制结构。

  钢制机架焊接后回火处理，无残余应力变形。

  主要结构件的加工均使用数控，加工精度高。

  如LSJ增高型结构仍无法满足安装高度要求，可特别提出定制。

  根据用户需要，可实现远程监控。

。
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②

密友MIYOU 国家高新技术企业 密友MIYOU 国家高新技术企业

Application 
   Vertical reactor.

Structure Features:

      Double bearing structure, Bearing can act as two support points.

Cast iron or steel are for your option.

Tempering the steel mounting frame after welding. No stress deformation.

Numerical control machining .High precise machining.

If the mounting height can not meet your requirement. A customer made is available.

Remote control can be realized.

机架代号

SJ LSJ. 35

SJ LSJ4. 5

SJ LSJ5. 5

SJ LSJ6. 5

SJ LSJ70.

SJ LSJ80.

SJ LSJ90.

SJ LSJ100.

SJ LSJ110.

SJ LSJ120.

SJ LSJ130.

SJ LSJ140.

SJ LSJ150.

SJ LSJ160.

SJ LSJ180.
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Mounting 
frame model

机架代号

DJ LDJ. 30

DJ LDJ. 35

DJ LDJ. 40

DJ LDJ. 45

DJ LDJ. 55

DJ LDJ. 65

DJ LDJ. 70

DJ LDJ. 80

DJ LDJ. 90

DJ LDJ1. 00

DJ LDJ1 0. 1

DJ LDJ1 0. 2

DJ LDJ1 0. 3

DJ LDJ1 0. 4

DJ LDJ1 0. 5

DJ型
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Mounting 
frame model

Application 
   Vertical reactor.

Structure Features:

    Single bearing structure, Bearing can act as a support point.

Cast iron or steel are for your option.

Tempering the steel mounting frame after welding. No stress deformation.

Numerical control machining .High precise machining.

If the mounting height can not meet your requirement. A customer made is available.

Remote control can be realized.


